
Aviary Pro Motion	

Aviary Pro Motion

Hauteur standard du système:
Aussi disponible  avec un palier intermédiaire 
Largeur du système:	 		
	

2600 mm

2500 mm

•	 Apprentissage indépendant des poussins dans le système
•	 Avantage essentiel par rapport aux volières conventionnelles
•	 Système de porte facile à utiliser pour le départ et la surveillance 

ultérieure des poussins
•	 Fonctionnement automatique, semi-automatique ou manuel
•	 Réglage automatique de la hauteur des balcons pour un apprentissage 

optimal des oiseaux dès le premier jour
•	 Abreuvoirs à tétines réglable en hauteur par treuil
•	 Plateau alimentaire pour minimiser les déchets alimentaires (et les coûts)

System standard height:
Available also with intermediate deck
System width:	 		
	

2600 mm

2500 mm

•	 Independent training of the chicks in the system
•	 Essential advantage compared to conventional aviaries
•	 Easy-to-operate door system for housing and subsequent monitoring 
•	 of the day-old-chicks
•	 Automatic, semi-automatic or manual operated
•	 Automatic height adjustment of the balconies for an optimal training 

for the birds starting day 1
•	 Height adjustable nipple trough via winch
•	 Food tray to minimize foodwaste (and costs)
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Hébergement et surveillance des poussins
Housing and supervision of the chicks

Ouverture de la partie inférieure uniquement 
(pro : moins d‘émissions)
Lower part opening only (pro: less emissions)

Volière complètement ouverte
Aviary completely openend


